
 

CAT 6 UTP PATCH CORD CAA01-UC6 

 

[PRODUCT DESCRIPTION] 

 Perfect for use with Gigabit Ethernet , they comes complete RJ45 male to male Connectors and snagless 

molded strain relief.  

[TECHNICAL SPECIFICATION] 

 6-50 micron RJ-45 staggered gold plated connectors 

 Fitted with strain relief boots 

 With or without reports made to the order 

 100% Tested Wiring Sequence and Continuity  

 Excellent Attenuation and Crosstalk Characteristics 

 Connector with staggered pin configuration to limit cross talk 

 Exceed Category 6 requirement 

 They are available in a variety of the lengths 

[ORDER INFROMATION] 

Part number Description Inner 

box 

Carton Carton 

measurement 

CAA01-UC6-*-# Cat 6 UTP Patch 

Cable 

1PCS / L 53.5cm×  W 

31.3cm ×  H 

23.4cm 

CAA01-UC6-LSZH-*-# Cat 6 UTP Patch 

Cable 

1PCS / L 53.5cm×  W 

31.3cm ×  H 

23.4cm 

CAA01-UC6-CMR-*-# Cat 6 UTP Patch 

Cable 

1PCS / L 53.5cm×  W 

31.3cm ×  H 

23.4cm 

 


